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TRI-STATE TESTING SERVICES, INC.

STANDARD LEGEND

While the borings are representative of subsurface conditions at their respective locations and for their respective vertical reaches, local variations
characteristic of the subsurface materials of the region may be encountered.

Consistency of cohesive soils on boring logs is based on driller’s log and visual examination and is approximate, except within those vertical
reaches of borings where shear strengths from compression tests are shown.

N — Driving resistances in blows per foot determined with a standard split spoon sampler (1-3/8” 1L D., 27 0.D.) and a 140 LB driving hammer
with a 30™ drop.

PPR — Pocket penetrometer readings in tons per square foot. {These readings are not allowable bearing values.)

Ground-water elevations shown on boring logs represent ground-water surfaces encountered at the times shown. Absence of water surface data
on certain borings implies no ground-water data is available, but does not necessarily mean ground water will not be encountered at the locations
or within the vertical reaches of these borings.

If any of the following tests are included in this report, the tests were performed in accordance with the following standards without exception:
ASTM Cl136, ASTM D1140, ASTM D1586, ASTM D2216, ASTM D2487, ASTM D2488, and ASTM D4318. If individual exceptions were
made, they are noted on the individual test report.

DESCRIPTIVE SYMBOLS

COLOR MODIFICATIONS

COLOR SYMBOL MODIFICATION SYMBOL

TAN T TRACES TR
YELLOW Y FINE E
RED R MEDIUM M
BLACK BK COARSE c
GRAY GR CONCRETIONS cC
LIGHT GRAY ROOTLETS RT
DARK GRAY LIGNITE FRAGMENTS LG
BROWN SHALE FRAGMENTS SH
LIGHT BROWN SANDSTONE FRAGMENTS
DARK BROWN SHELL FRAGMENTS
BROWNISH-GRAY ORGANIC MATTER
GRAYISH-BROWN CLAY STRATA OR LENSES
GREENISH-GRAY SILT STRATA OR LENSES
GRAYISH-GREEN SAND STRATA OR LENSES
GREEN SANDY

BLUE GRAVELLY

BLUE-GREEN BOULDERS

WHITE SLICKENSIDES

MOTTLED WwOOoD

OXIDIZED

CONSISTENCY FOR COHESIVE SOILS

COHESION IN LBS./SQ.FT. FROM

CONSISTENCY UNCONFINED COMPRESSION TEST

SYMBOL

VERY SOFT < 250 VSO
SOFT 250 - 500 o]
MEDIUM 500 - 1000 M
STIFF 1000 - 2000 ST

VERY STIFF 2000 - 4000
HARD






